USER’S MANUAL

[(Remote Controller)
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Display Screen

For setting display
— J

é On/Off Button
Press this button to start /

stop air conditioner.
N )

Turbo Button
To start or stop turbo function

when air conditioner is in
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UVC Button
To start or stop UVC
sterilize function.(optional)
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ECO Button
In cooling and heating mode,
to realize power save operation.

Auto SIlA Medium 2l

HEAT or COOLING mode. J

Mode selection Buttow

For selecting
AUTO @& HEAT 13

Fan speed button
For selecting indoor fan speed .

@gh ‘.‘lll Low 4“!

FAN <

Temp Adjustment
Buttons
Press “-” to decrease
temp. Press * ” to
increase temp.
N

| FEEL Button

COOL % DRY C‘J

(©)

Glol«l 2

Press this button to turn on
I FEEL function (optional)

Clean Button )
Press this button to turn

horizontal blades

e
Airflow sweep Button
For changing vertical or
@osition and swing or not.

when air conditioner is in
@UNNING.

L/ DISPLAY Button
To start or stop display

Sleep Button

For setting sleep function.
\— _J

@ Quiet Button )

Set the air conditioner

onself-cleaning technology
J

Remarks:

1.The function and display of Heat is not available for cooling-only air conditioner.

koperating in low noise.

r Timer selection Button
Press this button to

select timer.

2.HEAT. AUTO function and display are not available for cooling-only type air conditioner.

3.1f user want to make the room air cool or warm quickly ,user can press “turbo” button incooling or heating mode,air
conditioner will run in power function.If press “turbo” button again, air conditioner will exit power function.

4.The above illustration of remote controller is only for reference, it may be slightly different from the actual product

you selected.
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USER’S MANUAL

[(Remote Controller Display )

Signal Emission Symboﬁ
It appears when control

signal is emitted.

)

Setting temp Display

Displayed  the

temperature.and timing time.

Turbo Display

It appears when turbo function
is set in COOLING or HEAT
mode, and display $ ol A

[ Operating Mode
Selection Display

AUTO (B) cooL %%
HeaT OF DRY (9

L FAN

setting

\

Wind Speed Selection

J

Timer Display
Displayed when setting time to
turn on or turn off the air

conditioner

—
—

Sleep Mode Display
Displayed when Pressing
“Sleep” button, the unit will

run in sleep mode.

Display
JSllA Auto
Jaill High speed
J<l Medium speed
N Low speed

g | FEEL Display

-

It appears when | FEEL
function is set. (optional)

J

UVC Display
It appears when UVC

\function is set. (optional)

~

AUH Display
The symbol appears when
pressing "AUH” button in

HEAT mode.
(optional)

N

| Displayed when Pressing

Vertical Swing Display
Displayed in according with
vertical blades position and

Ewing or not. )

Horizontal Swing
Display

(H-SWEEP button.(optlonal))

ECO Display

Displayed when Pressing
ECO button. (optional)

G+ Display

v

Instruction for remote controller

Displayed when turn
on the generator
mode.(optional)

N J
N
QUIET Display
Displayed when Pressing
QUIET button. (optional)
J

The remote controller uses two AAA alkaline batteries under normal condition, the batteries last

for about 6 months. Please use two new batteries of similar type (pay attention to the poles in

When using remote controller, please point the signal emitter towards indoor unit receiver;

There should be no obstacle between remote controller and indoor unit.

Pressing two buttons simultaneously will result wrong operation.
Do not use wireless equipment (such as mobile phone) near indoor unit. If interference occurs

because of this, please switch off the unit, pull out power plug, then plug again and switch on

Don’ t cast the remote controller.
Don’ t put the remote controller under the sunlight or near the oven.

)
installing).
)
)
°
after a while.
)
controller.
)
)
°
°

disposed of safety.

There is no direct sunlight to the indoor receiver, or it can not receive the signal from the remote

Don’t sprinkle water or juice on the remote controller, use soft cloth for cleaning if it occurs.
The batteries must be removed from the appliance before it is scrapped and that they are
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